
RINA Services S.p.A.
Via Corsica, 12 - 16128 Genova
Tel +39 010 53851
Fax +39 010 5351000

TYPE APPROVAL CERTIFICATE
No. MAC226523XG

This is to certify that the product identified below is in compliance with the regulations herewith
specified.

Description Sterntube bearings
Type T100 Marine

SYNTHETIC BEARING MATERIAL MEANT FOR DRY OR
WATER/GREASE LUBRICATED RUDDER STOCK
PINTLE BUSHES
RUDDER CARRIER BUSH AND DISK
DRY OR WATER LUBRICATED STABILISER FIN
BEARINGS
WATER-LUBRICATED STERN TUBE BEARINGS.

Applicant Tufcot Engineering Ltd
330 Coleford Road
S9 5PH Sheffield
UNITED KINGDOM

Manufacturer
Place of manufacture

Tufcot Engineering Ltd
330 Coleford Road
S9 5PH Sheffield
UNITED KINGDOM

Reference standards Part C, Chapter 1 Section 7 of RINA Rules
Reference documents RINA TYPE APPROVAL SYSTEM

Issued in Hamburg on October 13, 2023. This Certificate is valid until November 4, 2028

___________________________________________
RINA Services S.p.A.
Giuseppe Russo

This certificate consists of this page and 1 enclosure
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TYPE APPROVAL CERTIFICATE
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Enclosure - Page 1 of 1
T100 Marine

Description of the products
Tufcot T100 Marine: Polyester resin based bushing material, incl. Molybdenum Disulphide powder and PTFE
powder.

Reference documents
74430_A0 - T100 Marine BV Rudder & WLPS Approval1.
LR21346923ALP - T100 Marine LR Rudder Approval2.
LR23181725ALP - T100 Marine LR WLPS Approval3.
TAM00001AB - T100 Marine DNV WLPS Approval4.
TAS0000329 - T100 Marine DNV Rudder Approval5.

Fields of Application:
Stern tube & Propeller shaft bracket bearing

Lubricants: - Water
Nominal surface pressure: - 0,6 MPa, for the aft most propeller shaft bearing with a minimum length to
Diameter ratio of 2:1
Max. service temperature: - 70°C, maximum

Rudder Neck Bearings / Rudder Pintle Bearings / Rudder Carrier / Rudder Thrust

Lubricants:  Water, oil
Dry-running

Surface Pressure: - 10.0 MPa, maximum
Max. service temperature: - 70°C, maximum

Acceptance conditions
For each application the relevant constructional drawings are to be sent to RINA Germany Plan Approval1.
Office.
For sterntube bearings, forced water circulation with flow indicators is to be provided.2.
The installation on board is to be made in accordance with the manufacturer's recommendations in3.
compliance with all applicable RINA Rules.
This type approval is valid on the assumption that the manufacturer of the aforementioned bearings assures,4.
under his own responsibility, that the product characteristics are in accordance with the ones specified on the
documentation submitted.
The acceptance of the a.m. products on board ship and other units classed with RINA is subject to the5.
satisfactory outcome of testing as per the RINA rules.
The approval may be withdrawn by RINA in the case of changes in the design not brought to the knowledge of6.
RINA or in the case of changes in the RINA rules.
This Certificate is issued for uses allowed by the laws and acts of Government in force.7.

Hamburg November, 04 2023
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